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 Connector cable

 Connector connection cable

 Ordering Information 

C 1 D 4 2

No-mark Socket-Plug type
P Plug-Plug type

1 1m
2 2m
3 3m
5 5m
7 7m

4 4-pin

No-mark General type
H Oil resistant PVC

D DC type
A AC type

1 Standard type
2 L type-L type
3 Standard type-L type
4 L type-Standard type

C Connector

Cable material

Connection type

Item

Shape

Power supply

Cable length

Number of connector pins

C I D 2 2

No-mark Standard type
I※1 IEC standard 

No-mark Socket type
P Plug type

1 1m
2 2m
3 3m
5 5m
7 7m

No-mark M12
08 M8

2 2-wire type
3 3-wire type
4 4-wire type

No-mark General type
H Oil resistant PVC

D DC type
A AC type

I Standard type
L L type

C Connector

Cable wire

Connector dimension

Connection

Standard

Item

Shape

Power supply

Cable material

Cable length

※1: This is IEC standard and it can be customized.

Photoelectric/Proximity Sensor 
Connector Cable / Connector Connection Cable
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Photoelectric/Proximity Sensor Connector Cable

Appearance Model Length Cable
material

So
ck

et
 - 

Pl
ug

 ty
pe

D
C

 ty
pe

C1D4-2 2m

PVC

C1D4-5 5m
C1DH4-1 1m
C1DH4-3 3m
C1DH4-5 5m
C1DH4-7 7m

A
C

 ty
pe C1A4-2 2m

C1A4-5 5m

D
C

 ty
pe

C2D4-2 2m
C2D4-5 5m
C2DH4-1 1m
C2DH4-3 3m
C2DH4-5 5m
C2DH4-7 7m

A
C

 ty
pe C2A4-2 2m

C2A4-5 5m

D
C

 ty
pe

C3D4-2 2m
C3D4-5 5m
C3DH4-1 1m
C3DH4-3 3m
C3DH4-5 5m
C3DH4-7 7m

A
C

 ty
pe C3A4-2 2m

C3A4-5 5m
D

C
 ty

pe
C4D4-2 2m
C4D4-5 5m
C4DH4-1 1m
C4DH4-3 3m
C4DH4-5 5m
C4DH4-7 7m

A
C

 ty
pe C4A4-2 2m

C4A4-5 5m

Pl
ug

 - 
Pl

ug
 ty

pe

D
C

 ty
pe C1D4-2P 2m

C1D4-5P 5m

A
C

 ty
pe C1A4-2P 2m

C1A4-5P 5m

Appearance Model Length Cable
material

D
C

 2
-w

ire
 ty

pe
So

ck
et

 ty
pe

CID2-2
2m

PVC

CID2-2-I ※1

CID2-5 
5m

CID2-5-I ※1

CLD2-2
2m

CLD2-2-I※1

CLD2-5
5m

CLD2-5-I※1

Pl
ug

 ty
pe

CID2-2P 2m
CID2-5P 5m
CLD2-2P 2m

CLD2-5P 5m

D
C

 3
-w

ire
 ty

pe
So

ck
et

 ty
pe CID3-2 2m

CID3-5 5m
CLD3-2 2m
CLD3-5 5m

Pl
ug

 ty
pe CID3-2P 2m

CLD3-2P 2m

D
C

 4
-w

ire
 ty

pe So
ck

et
 ty

pe

CIDH4-2 2m
CIDH4-3 3m
CIDH4-5 5m
CIDH4-7 7m
CLDH4-2 2m
CLDH4-3 3m
CLDH4-5 5m
CLDH4-7 7m

Pl
ug

 ty
pe

CIDH4-2P 2m
CIDH4-3P 3m
CIDH4-5P 5m
CIDH4-7P 7m
CLDH4-2P 2m
CLDH4-3P 3m
CLDH4-5P 5m
CLDH4-7P 7m

A
C

 2
-w

ire
 ty

pe So
ck

et
 ty

pe

CIA2-2 2m
CIA2-5 5m
CIAH2-2 2m
CIAH2-5 5m
CLA2-2 2m
CLA2-5 5m
CLAH2-2 2m
CLAH2-5 5m

Pl
ug

 ty
pe

CIA2-2P 2m
CIA2-5P 5m
CIAH2-2P 2m
CIAH2-5P 5m
CLA2-2P 2m
CLA2-5P 5m
CLAH2-2P 2m
CLAH2-5P 5m

 Connector Connection Cable Connector Cable
 M12 Connector

 M8 Connector (connector connection cable)

 M12 Connector

※1: This is IEC standard and it can be customized.
※Be careful of connection, because color is different when DC 4-wire connector cable is used for DC 2-wire sensor.

Ø5,  2/3/4-wire,  2m/3m/5m/7m  (AWG22, core diameter: 0.08mm, number of cores: 60, insulator out diameter: Ø1.3mm)
For, CIDH4/CLDH4, Ø6, 4-wire, 3m/5m (AWG22, core diameter: 0.08mm, number of cores: 60, insulator out diameter: Ø1.65mm)

 Specifications Of Connector Cable 

Appearance Model Length Cable
material

D
C

 4
-w

ire
 ty

pe
So

ck
et

 ty
pe

CID408-2 2m

PVC
CID408-5 5m

CLD408-2 2m

CLD408-5 5m
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Photoelectric/Proximity Sensor Connector Cable
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 Connector cable (Plug type)

 Connector connection cable (Socket-Plug type)

 CLD2- , CLD2- -I   CLD3-    CLDH4-
 CLA2- ,  CLAH2-       

 CLD408-2, CLD408-5

M8

Ø9.5

16
.9 Ø8

L (m)

18

 CID408-2, CID408-5

 CLD2- P   CLD3-2P   CLDH4- P 
 CLA2- P, CLAH2- P

●C3 4-  (Straight type-L type)

●C4 4-  (L type-Straight type)

●C1 4-  (Standard type)

●C2 4-  (L type-L type)         

 CID2- , CID2- -I     CID3-    CIDH4-     
 CIA2- , CIAH2-     

※Cable diameter of CIDH4- , CIAH2-  is Ø6.

※Cable diameter of CIDH4- P, CIAH2- P is Ø6.

※Cable diameter of C1DH4-  is Ø6. ※Cable diameter of C3DH4-  is Ø6.

※Cable diameter of C4DH4-  is Ø6.※Cable diameter of C2DH4-  is Ø6.

※Cable diameter of CLDH4- P, CLAH2- P is Ø6.

※Cable diameter of CLDH4- , CLAH2-  is Ø6.

Ø14.8
L (m)

Ø5※

40
M12

L (m)

Ø5※

27
.5

Ø14.8

32

M8

Ø
9.

5

29

Ø8

L (m)

M12

43.5

L (m)

Ø5※

Ø14.8

M12

L (m)

Ø5※

31

Ø14.8

32

M12
M12

43.540

L (m)

Ø5※
Ø14.8 Ø14.8

M12

M12

3240

L (m)

Ø5※
Ø14.8 Ø14.8

M12
M12

32 32

31

27
.5

L (m)

Ø5※
Ø14.8

Ø14.8
M12

M12

32 43.5

27
.5

L (m)

Ø5※

Ø14.8
Ø14.8

M12

 CID2- P   CID3-2P   CIDH4- P
 CIA2- P, CIAH2- P 

 Dimensions
 Connector cable (Socket type)  (unit: mm)

 (unit: mm)

 (unit: mm)

 (DC type)

 (DC type)  (DC type)

 (DC type)
 (DC type)

 (DC type)(AC type)

(AC type) (AC type)

(AC type)
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Photoelectric/Proximity Sensor Connector Cable

※Pin 2 is N·C (Not Connected).

 Connector connection cable

DC 2-wire type
 CID2-     CLD2-     CID2- P    CLD2- P

Terminal No. Cable color

Blue

Brown

1
2
3
4

DC 2-wire type (IEC standard type)

 CID2- -I    CLD2- -I

Blue

Brown1
2

3
4

Terminal No. Cable color

DC 3-wire type
 CID3-     CLD3-     CID3- P    CLD3- P

Blue

Brown

Black

1
2
3

4

Terminal No. Cable color

DC 4-wire type (oil resistant PVC)
 CIDH4-     CLDH4-     CIDH4- P    CLDH4- P

White

Blue
Black

Brown1
2

3
4

Terminal No. Cable color

AC 2-wire type

 CIA2-     CLA2-     CIA2- P    CLA2- P
 CIAH2-    CLAH2-    CIAH2- P   CLAH2- P

Blue

Brown
1

2
3

4

Terminal No. Cable color

DC 4-wire type
 CID408-     CLD408-

Blue
Black

Brown

White
1

2
3
4

Terminal No. Cable color

DC type

 C1D4-  / C2D4-  / C3D4-  / C4D4-    
Terminal No.

1 1

2 2

3 3

4 4

Terminal No.

DC type

 C1DH4-  /C2DH4-  /C3DH4-  /C4DH4-  /C1D4- P
Terminal No.

1 1

2 2

3 3

4 4

Terminal No.

AC type    

 C1A4- /C2A4- /C3A4- /C4A4-      C1A4- P

Terminal No.

1 1

2 2

3 3

4 4

Terminal No.

M12 Ø14.8 Ø14.8 M12

43.5

L (m)

43.5

Ø5

● C1D4- P, C1A4- P

 (unit:mm) Connector connection cable (Plug-Plug type)

 Connections
 Connector cable

※Pin 2 / 3, 1 / 4 are connected inside.
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Photoelectric/Proximity Sensor Connector Cable
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CID2-PRWT12-4DO

PRCM18-5DN

PRWT12-4DO

PRCMT18-5DO

CID3-

C1D4- CID2-

CID2-C1D4-

 Connector Cable Connections
● Connector cable (Socket type)

● Connector cable (Plug type)

● Connector connection cable (Socket-Plug type)

Blue Blue

Brown Brown

PRT12-4DO

Sensor Distribution Box (PT4-2D)

CLD2-2
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