
CLIFF 2.5mm, 3.5mm and 1/4”
Mono and Stereo Jack Plugs

The CLIFF® range of professional quality mono and stereo 1⁄4” Jack Plugs is designed for use
in many applications including audio, computer, military and industrial uses. Our Jack Plugs are
manufactured from solid nickel-plated brass with high temperature Phenolic / PBT insulators and
either chrome plated brass or tough ABS covers. Some models are available with plastic covers
in seven standard colours for easy identification. All versions feature a cable clamp, which is an
integral part of the ground screen contact, and clamps firmly without damaging the cable. 100 pcs.
per standard pack.

P5/P 3.5mm mono
screened Jack Plug.
Plated plastic
body.Long Tip
version for use with
Far Eastern sockets
P5P continental.

P5/P (CL1062)

P6 3.5mm mono
unscreened Jack
Plug. Plastic body
available in seven
standard colours.
Long Tip version
P6/C.
P6 (CL1066)
P6/C (CL1068)

JPS-35 3.5mm 
stereo unscreened
Jack Plug. Black
plastic body only.
JPS-35G Gold plated
version.

JPS-35 (FT6300)
JPS-35G (FT6301)

JPO-25 2.5mm
mono unscreened
Jack Plug. Black
plastic body only.
Careful assembly
required.

JPO-25 (FC6814)

8m
m

20mm

Maximum Cable Ø 3.5mm

Maximum Cable Ø 4.5mm

Maximum Cable Ø 4.5mm

Maximum Cable Ø 5mm

Cliff Electronic Components, Ltd.
76 Holmethorpe Avenue,  Holmethorpe Ind. Est.

Redhill, Surrey RH1 2PF. England 
Tel: +44 (0) 1737 771375   
Fax: +44 (0) 1737 766012
Email: sales@cliffuk.co.uk
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CLIFF 2.5mm, 3.5mm and 1/4”
Mono and Stereo Jack Plugs

P1 1/4” mono
screened Jack
Plug. Metal body.
Stereo version also
available P3.

P1 (CL1002)
P1C (FM1002)
P4 (CL1044)
P4C (FM1044)

SEP/2 1/4” mono
unscreened Jack
Plug. Plastic body
available in seven
standard colours.
Screened (plated
plastic) and
unscreened stereo
versions available.

SEP/3C 1/4” stereo
screened right angle
Jack Plug. Metal 
body with black
Plastic cover. Mono
version also 
available SEP/1C.

SEP/1C (FM1088)
SEP/3C (FM1098)

● 2.5mm Jack Leads
● 3.5mm Jack Leads
● 1/4” Jack Leads
● XLR Leads
● DMX Leads
● DIN Leads
● DC Jack Leads
● Optical Leads
● Bantam Jack Leads

P2 1/4” mono
unscreened Jack
Plug. Plastic body
available in seven
standard colours.
Stereo version also
available P4.

P2, P2C
P4, P4C

CLIFF® offer a complete service to design and manufacture
Custom Moulded Cable assemblies according to your specific
requirements. Assembled cables include audio cables such as
Jack, XLR, DIN (MIDI), Bantam and Optical, DMX cables for the
professional Lighting Industry and power and interconnect cables
for Computer Peripherals, Medical and Test Equipment. Please
call our sales office for more details.

SEP/1 Mono Screened (CL1088)
SEP/2 Mono Unscreened (various part nos.)
SEP/3 Stereo Screened (CL1098)
SEP/4 Stereo Unscreened (various part nos.)
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14.3mm

Maximum Cable Ø 5.0mm

Maximum Cable Ø 6.4mm with Grommet removed

Maximum Cable Ø 6.4mm

Maximum Cable Ø 6.5mm

Part number depends on colour. Models with suffix ‘C’ have  rivetted construction.

Models with suffix ‘C’ have  rivetted construction.

Rivetted construction.
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Drawings available on request. Contact sales@cliffuk.co.uk


